Patient
Trolley
8000 T1

Positions
Mattress platform width 700 mm
Overall width
840 mm
Min. height 590 mm

Patient Trolley 8000 T1

Max. height 1030 mm

Side rail height
400 mm

Mattress platform length 1880 mm

Max. height 1030 mm

200 mm
Overall length 2170 mm

Back rest 0 - 65º

Technical Speciﬁcations
Overall dimensions ........................ 2170 mm × 840 mm
Mattress platform ............................ 1880 mm × 700 mm
Hi - Low ...................................................... 1030 mm - 590 mm
Side rail height .................................... 400 mm
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Back rest angle ........................................... 0 - 65º
Bed weight ..................................................... 134 kg
Safe working load .................................... 250 kg
Casters (Central locking) ................... 200 mm

Technical and Quality
Assurance Standards
ISO 13485
ISO 9001
ISO 14971

Min. height 590 mm

IV
stand

Lifting
pole

Urine
bag

Water
resistant
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Features
Side Rails

PatientPatient
TrolleyTrolley
8000 T1
8000 T4

8000 T1 has durable and
easy to clean folding
side rails that can be easily
collapsed by pushing a
single color button by the
caregiver.
Providing a protective
height and length, these
parallel side rails adhere
to the highest standards
of safety to prevent patient
fall and entrapment.

Mattress Platforms

The durable ABS mattress
platforms of this patient trolley
have smooth surface that make
it easy to clean and disinfect the
trolley. In addition to mentioned
aspects, the mattress platforms are
compatible for steam cleaning.
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Casters

200 mm central locking casters run
extremely smoothly, the quality that
makes it significantly easy
for the nursing staff to move
the bed. In addition, the foot pedals
allow effortless transition between
the three modes of the central
locking system: safe central locking
(down), easy maneuvering and
positioning (middle), and fast
directional movement (up) to
provide a smooth and controlled
single person transportation of the
bed in the medical center.

Urine Bag Holder

Urine bag holders can be
easily installed on either
side of the bed in one step.

Hydraulic Cylinder

Accessory Holder

The height of the trolley
can be adjusted through
a quality and powerful
hydraulic cylinder located
at the lower part of the
8000 T1.

8000 T1 is equipped with holders
for mounting accessories such as
Orthopedic Traction Frame,
Lifting Pole, and IV Pole in order
to accommodate the needs of
the patient.

Crank

Bumpers

The back rest positon
can be adjusted by a
single crank that is
located at the foot end
of the trolley.
The crank can be tucked
under the trolley to avoid
any collision with
surroundings.

Rotary bumpers that are located
on four corners of the bed can
prevent to a large extent the
damages that may occur due
to unwanted collision of the
bed to the surroundings during
transportation.
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